
Paraseal® Paraprimer™
Paraseal Accessory Primer

__________________________________________________________________________________________
PRODUCT DESCRIPTION
Paraseal® Paraprimer™ is an adhesive primer formulated to prepare construction surfaces prior to application of Parastick 'n' Dry,
Superstop, and various tapes. All construction surfaces other than HDPE liner are always primed with Paraprimer prior to taping.
__________________________________________________________________________________________
BASIC USES
Paraprimer helps create a bonding to any sound, clean surface and provides a flexible base to enhance adhesion.
__________________________________________________________________________________________
AVAILABILITY
Immediately available from your local Tremco Sales Representative or Distributor. For Distributor locations, visit
www.tremcosealants.com.
__________________________________________________________________________________________
COVERAGE RATES
Approximate Coverage per Gallon:
Metal = 150 to 300 ft²/gal (4 to 10 M²/L)
Concrete = 100 to 300 ft²/gal (2.6 to 10 M²/L)
Wood = 100 to 300 ft²/gal (2.6 to 10 M²/L)
__________________________________________________________________________________________
PACKAGING
1-gal pail (3.8-L)
1-qt can (0.94-L)
__________________________________________________________________________________________
WARRANTY
A repair or replacement warranty is available on all Tremco products. Visit https://www.tremcosealants.com/warranties/ for details.

Please refer to our website at www.tremcosealants.com for the most up-to-date Product Data Sheets.

NOTE: All Tremco Safety Data Sheets (SDS) are in alignment with the Globally Harmonized System of Classification and
Labelling of Chemicals (GHS) requirements.
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