
SECTION 07170

BENTONITE WATERPROOFING

PART 1
GENERAL

1.01
SUMMARY

A.
Section includes:

1.
Provide a complete composite sheet membrane waterproofing system.

2.
Work includes all applicable sealants, waterstops and waterproofing flashings needed to ensure a complete waterproof system for buried concrete and masonry components at locations indicated.

B.
Related work:

1.
Documents affecting work of this Section include, but are not necessarily limited to, General Conditions, Supplementary Conditions, and Sections in Division 1 of these Specifications.

1.02
SUBMITTALS

A.
Comply with pertinent provisions of Section 01330.

B.
Product data: 

1.
Materials list of items proposed to be provided under this Section;

2.
Manufacturer's specifications and other data needed to prove compliance with the specified requirements;

3.
Shop Drawings or catalog illustrations in sufficient detail to show installation and interface of the work of this Section with the work of adjacent trades;

4.
Manufacturer's current recommended installation procedures which, when reviewed by the Architect, will become the basis for accepting or rejecting actual installation procedures used on the Work.

5.
Written documentation of applicator's qualifications, including reference projects of similar scope and complexity, with current phone contacts of architects and owners for verification.

6.
Where work of this Section may potentially contact groundwater, include manufacturer's report confirming laboratory testing of membrane system with project groundwater samples and confirming suitability for installation in Project conditions.
7.      Manufacturer’s Standard Sustainable Design Certification (LEED Documentation)

a. Must report and/or address (if answer not available) material source sight, material manufacture sight, VOC level, recycled content, renewable material content (if applicable) as pertinent areas of consideration in designing sustainably for these product types as outlined in LEED™

b. Must be signed by (electronic signature- i.e. not “wet” acceptable) company representative with LEED-AP status.

C.
Mock-up:  Prior to installation, prepare a sample panel of the work of this Section at a location on the job site where approved by the Architect.

1.
Make the sample panel in dimensions approved by the Architect and with one panel for each of the various types of installation.

2.
Show all aspects of the work of this Section to the quality specified.

3.
Make necessary adjustments in the sample panel(s) and secure the Architect's approval.

4.
The sample panel(s), when approved by the Architect, will be used as a datum point for comparison with the remainder of the work of this Section for the purpose of acceptance or rejection.

5.
Upon approval of the Architect, the sample panel(s) may become actual part of the installation required for this Work.

1.03
QUALITY ASSURANCE

A.
Use adequate numbers of skilled workmen thoroughly trained and experienced in the necessary crafts and completely familiar with the specified requirements and methods needed for proper performance of the work of this Section.

B.
Applicator qualifications:

1.
Applicator shall have at least three years experience in installing materials of types specified and shall have successfully completed at least three projects of similar scope and complexity.

2.
Applicator shall designate a single individual as project foreman who shall be on site at all times during installation.

C.
Convene a pre-installation job-site conference three weeks prior to commencing work of this Section:

1.
Secure attendance by Architect, Contractor, applicator, and authorized representatives of the membrane system manufacturer and interfacing trades.

2.
Examine Drawings and Specifications affecting work of this Section, verify all conditions, review installation procedures, and coordinate scheduling with interfacing portions of the Work.

1.04
DELIVERY, STORAGE AND HANDLING

A.
Deliver materials to job site in manufacturer's unopened containers with all labels intact and legible at time of use.

B.
Maintain the products in a dry condition during delivery, storage, handling, installation, and concealment.

C.
Comply with pertinent provisions of Section 01660.

1.05
SUBSTRATE CONDITIONS

A.
Provide applicator with substrates that are free of standing water, dirt and debris, loose material, voids and protrusions or deformations which may inhibit application or performance of waterproofing. 

1.
Where work of this Section will be installed on earth, provide subgrades that are stable, smoothed and compacted to minimum 85 percent modified proctor density.2.


3.
Where work of this Section will be installed on concrete or masonry, provide substrates that are free of voids deeper than 3/8" and free of surface protrusions more than 1/4" above the surface.

4.
Where work of this Section will be installed on concrete footings, provide wood float or better finish to surfaces scheduled to receive the membrane.

5.
Where work of this Section will include bentonite waterstop strips, provide concrete surfaces as required for that installation.

6.
Rigidly install penetrations of membrane for detailing procedures.

B.
Groundwater:

1.
Where work of this Section will encounter groundwater, provide waterproofing manufacturer with sufficient groundwater samples taken from Project at logged locations for manufacturers laboratory analysis.

2.
Manufacturer shall provide written report confirming laboratory testing with regard to suitability of waterproofing system for installation in Project conditions.

1.06
WARRANTY

A.
Deliver to Architect signed copies of the following written warranties against defective materials and workmanship for a period of five years following date of completion.  Warrant that installed waterproofing system shall be free of defects including waterproofing failure resulting from substrate cracking up to 1/8 inch.

1.
Manufacturer's standard warranty covering materials.

2.
Applicator's standard warranty covering workmanship.

PART 2
PRODUCTS

NOTE:  Sustainable Products Criteria:



A. 
Provide all documentation as defined in 1.2.7



2.    All materials must meet the pertinent VOC levels as defined below:




a.  Membranes and their associated primers must be below 100 g/L unless supplied in < 1 




     gallon containers.




b.  Sealants must be below 4% by weight if supplied in less than 16 oz. package size or 




     below 250g/L if supplied in greater than 16 oz. size.




c.   All non-porous sealant primers must be below 250g/L and primers for porous substrates less than 775 g/L.

2.01
GENERAL

A.
General:

1.
Where indicated on the Drawings, provide a complete dual-waterproofing, resealable, composite sheet membrane system composed of high-density polyethylene with a sodium-bentonite face designed for buried concrete or masonry construction having the following attributes.

a.
Acceptable products

1.
Paraseal by Tremco, Incorporated Sealants and Waterproofing Division
2.
Obtain primary waterproofing materials of each type required from a single manufacturer.  Provide accessory materials that are approved by membrane manufacturer.

B.
Membrane properties:  Equal to "Paraseal Membrane," for use on buried vertical and horizontal conditions such as backfilled foundation walls, between-slab plaza and parking decks, below slab with bentonite-side down, earth-covered roofs, retaining walls and ponds:

1.
Puncture resistance
169 lbs.
ASTM E154

2.
Tensile strength
4,000 psi
ASTM D412

3.
Water vapor permeance
0.03 perms
ASTM E96

4.
Percent elongation
700 percent
ASTM D638, Type 4 Dumbbell

5.
Resistance to hydrostatic head
150 feet
ASTM D751

6.
Warranted crack-bridging capability
1/8 inch

7.     VOC Content
0g/L
US EPA Method 310

2.02
ACCESSORIES

A.
For installation at horizontal-to-vertical junctures, provide "Paragranular" loose bentonite granules in weatherproof 50 lb. bags and capable of swelling to occupy a minimum volume of 17 ml when 2 grams are dispersed into deionized water.

B.
For detailing vertical junctures and penetrations, provide "Paramastic" non-hydrated expandable mastic of trowel grade consistency containing not less that 55 percent high swelling Wyoming sodium bentonite.

C.
Provide the following fasteners as needed:  

1.
Case-hardened steel nail with fluted shank having a minimum 1" length and a minimum 1" diameter cap for use on green concrete and masonry substrates.

2.
Powder shot steel pin having a minimum 3/4" diameter washer for use on hardened concrete and grouted masonry substrates.

3.
Steel staples approved by membrane manufacturer for use according to Project conditions.

D.
Provide the following seam tapes as needed:

2.
" Permanent Seam Tape" reinforced, rubberized-asphaltic waterproofing seam tape 4" wide by 60 mils thick for sealing membrane overlaps wherever flood-testing is required and elsewhere as required by Project conditions or designs.

3.
" Para JT Tape" non-reinforced, adhesive tape of partially cross-linked polymeric elastomers 2" wide by 1/8" thick for molding form-fit seals around difficult contours and for taping seams within overlaps.

E.
Provide "Paraterm Bar" extruded aluminum bar with upper flange to receive sealant for terminations at grade line and on parapet walls.

F.
Provide "Vulkem 116 Sealant" for completing termination seals and other sealing recommended by manufacturer meeting 4% max VOC content by weight when supplied in a 10.1 floz. tube.
G.
Provide "TremProof 250GCC” for polyurethane, liquid-applied, elastomeric waterproofing flashing meeting SCAQMD mandated VOC level of 100g/L max.
H.
Provide "Parastick'N'Dry" pressure sensitive, double-sided tape laminate of bentonite sandwiched between a netting and non-woven fabric for wrapping through-concrete imbeds and other detailing.

I.
Provide "Superstop" flexible, reinforced, bentonite-laminate waterstop strips 1/2" by 1" by 20' -0" with pressure-sensitive adhesive backing for sealing static cold joints in concrete.

J.
Provide "Paraprimer" versatile adhesive bonding agent primer formulated for use with tapes and pressure-sensitive waterproofing accessories.

K. Provide an TremDrain 1000 drainage mat from the TREMDrain series of products composed of a filter fabric laminated to free-draining high-density dimpled polystrene drainage core.  Consisting of 50% by weight recycled content.
L. Provide TREMDrain Total-Drain: replaces perforated pipe and aggregate connect directly to the approved Tremco Inc. TREMDrain product. Consisting of 50% by weight recycled content.
2.03
OTHER MATERIALS

A.
Provide other materials, not specifically described but required for a complete and proper installation, as selected by the Contractor and approved by the membrane system manufacturer as compatible, subject to review of the Architect.

PART 3
EXECUTION

3.01
SURFACE CONDITIONS

A.
Coordinate as required with other trades to assure proper and adequate provision in the work of those trades for interface with the work of this Section and to prevent damage to installed waterproofing.

B.
Applicator shall examine the areas and conditions under which work of this Section will be performed.

1.
Verify conformance with manufacturer's requirements;

2.
Report unsatisfactory conditions in writing to the Architect;

3.
Do not proceed until unsatisfactory conditions are corrected.

3.02
PREPARATION

A.
General:  Surface preparation and detailing procedures shall be in accord with this Specification and the Drawings.  Comply with waterproofing system manufacturer's instructions except where more stringent requirements are indicated or specified.

B.
Lay out project to determine and anticipate conditions prior to start of work. 

1.
Note termination and penetration conditions to determine methods for creating a waterproof envelope.  Verify that where below-grade waterproofing extends to grade, other waterproofing provides for substrate continuing above grade.

3.03
INSTALLATION

A.
General:  Install waterproofing system in accord with manufacturer's instructions, recommendations and specific project instructions as applies to the Work.

1.
Coves:  Form 2" coves with granular bentonite at horizontal-to-vertical junctures such as at footings and horizontal shelves;  form 1" coves with sealant, elastomeric flashing or expandable mastic at vertical inside corners and under ledges.

2.
Place membrane in manner that assures minimum handling;  fit closely to and seal around inlets, outlets and other penetrations;  press membrane tight to corner surfaces and securely fasten.

3.
Priming:  Prime concrete, masonry and metal surfaces with substrate primer immediately prior to application of tapes and pressure-sensitive waterproofing accessories.

4.
Terminations:  Terminate membrane system with termination bar finished off with bead of sealant or terminate to elastomeric flashing using reinforced waterproofing tape.

5.
Construction joints:  Protect static construction joints in concrete with flexible, reinforced, bentonite-laminate waterstop strips;  install to suitable hardened concrete surface prior to subsequent concrete placement.

B.
Below slab installation:  

1.
Bentonite-side down:


a.
Install polyethylene base sheets with edges lapped 5" over stable, smoothed and compacted subgrade or mud slab;  trim base sheet away from penetrations and terminations.

b.
Install membrane bentonite-side down over polyethylene base sheets with edges lapped 3" minimum;  position membrane sheets to stagger end laps 12";  tape seams with reinforced seam tape closely following membrane placement and immediately secure by roll-pressing with hand-held metal seam roller.  

c.
Extend membrane upward 6" minimum within the formwork at bottom edges of mat slabs and wrapped footings;  install a second layer of membrane, with the bentonite-side up, under the field membrane and extending upward within the formwork at bottom edges of mat slabs and wrapped footings to provide for proper tie-in to vertical membrane;  membrane double layer continuous along bottom edges of slabs and wrapped footings shall extend 6" from edge in both directions.

d.
Install membrane to wrap footings where shown on Drawings;  carry membrane across top surfaces of unwrapped footings or mud slab to interior vertical faces of walls and columns and terminate as manufacturer recommends.

e.
Waterproof penetrations in accord with manufacturer's recommendations.

f.
Verify membrane is protected from damage caused by rebar and support chairs.

g.
Inspect and repair damaged material immediately before concrete placement.

C.
Backfilled wall installation:

1.
Install membrane sheets in vertical or horizontal lifts with HDPE-side facing applicator to prepared surfaces conforming to manufacturer's requirements.

a.
Vertical installation:  Securely fasten membrane 12" on center along top edge with sheet extending out onto footing surfaces 6" minimum, overlapping below-slab membrane 6";  install subsequent membrane sheets to overlap previous sheets 1-1/2" minimum;  securely fasten membrane 24" on center through both sheets at overlaps;  securely fasten 18" on center to tops of footing surfaces and horizontal shelves;  apply seam tape to seam overlaps.

b.
Horizontal installation:  Start membrane at lowest portion of wall;  securely fasten membrane 24" on center along top edge with sheet extending out onto footing surfaces 6" minimum, overlapping under slab membrane 6";  install subsequent membrane sheets to overlap previous sheets minimum 1-1/2" in shingle fashion with staggered end laps;  securely fasten membrane 24" on center through both sheets at overlaps;  securely fasten 18" on center to tops of footing surfaces and horizontal shelves;  apply seam tape to seam overlaps.

2.
Waterproof penetrations in accord with manufacturer's recommendations.

F.
Drainage mat installation:  Install drainage mat units where shown on Drawings according to manufacturer's installation instructions as shown in installation manuals.

END OF SECTION
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