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—— 6 or 10 mil polyethylene sheet

Finish floor slab

Wall

Nail Paraseal LG every 24"
(61cm) O.C. and tape with
Permanent Seam Tape.

4

Use Paraprimer on concrete.

Paraseal LG;
HDPE side facing
installer
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1" x 1" (25mm x 25mm)
Paragranular cant
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base min. 85 proctor

Notes: 6 mil poly must be placed on grade
prior to Paraseal LG. All seams overlaped
4" taped with Permanent Seam Tape.

Paraseal products require a minimum of 24
psf compaction/confinement to be effective.

This detail is intended for conceptual purposes only. Detail must be reviewed by a project/design professional.

See www.tremcosealants.com for the most up-to-date product information.

Finish floor slab

Backer rod and
Tremco sealant

Dymonic 100 or
Vulkem 116 cant bead

Paraterm bar nailed
every 8" (20cm) O.C.

Paraseal LG;
HDPE side facing
installer

A <1"x 1" (25mm x 25mm)

Paragranular cant

— 6 or 10 mil polyethylene sheet

base min. 85 proctor
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TREMCO.

www.tremcosealants.com

3735 Green Road * Beachwood, OH 44122
Phone : 866-209-2404 * Fax: 216-766-5535




