,—

4" SONOTUBE

FOAM TO CREATE
KEYWAY

TIE-BACK ROD AND
BRACKET

PLASTIC SHEETING

PARASEAL LG, s

BENTONITE SIDE
FACING INSTALLER

TREMDRAIN, AS
SPECIFIED

NOTES: PARASEAL PRODUCTS REQUIRE A MIN 24 PSF OF
COMPACTION/CONFINEMENT IN ORDER TO FUNCTION AS DESIGNED.

NOT RECOMMENDED FOR USE IN SUBMERGED CONDITIONS.

PARASTICK N DRY OVER
EDGE OF METAL COVER
FLANGE AND FASTENER
HEADS

26 GA GALVANIZED METAL
COVER; SECURE IN EACH
CORNER AND 6" O.C.
THERAFTER. COVER
EXPOSED FASTENERS AND
PERIMETER FLANGE WITH
PARASTICK N DRY

FILL METAL COVER WITH
1:1 MIX OF ARAGRANULAR
AND PARAMASTIC

TIE-BACK HEAD PACKED
FLUSH WITH GROUT

CONCRETE FILL

SUPERSTOP, 2" FROM FACE
OF WALL

The architecture, engineering, and design of the project using the Tremco products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Tremco specifically disclaims any liability for the use of this detail. The project
design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited for
the project. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.
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Tremco Technical Support: 866-209-2404

Detail: Paraseal LG at Detentioned Tie-Back - Metal Cover Option with Blockout
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