*A COMPONENT OF THE VULKEM®EWS TRAFFIC COATING SYSTEM WITH PUMA (POLYURETHANE METHACRYLATE)

TREMCO PUMA TC*
W/AGGREGATE FULLY LOADED

TREMCO PUMA BC* OR BC LM*

TREMCO PUMA PRIMER*

NOTE: ALL METAL TO BE COATED SHOULD BE PREPARED IN ACCORDANCE
WITH TREMCO'S VULKEM EWS APPLICATION INSTRUCTIONS

TREMCO PUMA TC*

METAL FLASHING FLUSH
WITH PLYWOOD DECK, SET
IN CONTINUOUS BEAD OF
DYMONIC 100

2" EXTERIOR GRADE
PLYWOQOOD, "A" SIDE UP

The architecture, engineering, and design of the project using the Tremco products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Tremco specifically disclaims any liability for the use of this detail. The project

design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited for
the project. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

Vulkem EWS Pedestrian Over Plywood
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Detail: Vulkem EWS Pedestrian System on Plywood Deck at Deck Edge

Drawn by: KAB

Checked by: EL

Scale: NTS

Date: 5/51/2022

File Name:

EWS-P-P-G-03

www.tremcocpg.com

v» TREMCO

Construction Products Group




	Sheets and Views
	8.5x11 Land


