
1) ROUT ALL CRACKS, TIE HOLES, COLD JOINTS AS PER
PROCEDURAL GUIDE
2) CLEAN CHIPPED OR SAW CUT AREAS
3) WATERBLAST ALL CHIPPED OUT AREAS AND ENTIRE
STRUCTURE AND REMOVE WATER FROM AREA
4) DAMPEN WALL TO SSD
5) APPLY DRY PACK OF PERMAQUIK 200 TO ALL
CHIPPED AND SAW CUT AREAS; FORM COVE IN FLOOR
WALL JUNCTION
6) APPLY 1 COAT OF PERMAQUIK 200 SLURRY, WAIT 45
MINUTES OR UNTIL FIRST COAT CANNOT BE REMOVED
AND STILL GREEN
7) APPLY SECOND COAT OF PERMAQUIK 200

CRACK OR COLD JOINT

DRY SEED NEW CONCRETE

PERMAQUIK 200 DRY SEEDED TO
CONCRETE DURING INITIAL POUR

PERMAQUIK 200 MIXED AS DRY PACK
MORTAR, COVER WITH TWO COATS OF
PERMAQUIK 200 SLURRY

PERMAQUICK 200 IN TWO COATS,
APPLIED TO WELL PREPARED
CONCRETE SURFACE

3
4"

1 14" - 1 12"
3
4" - 1 12"

3
4" - 1 12"

PERMAQUIK 200 MIXED AS
DRY PACK MORTAR,
COVER WITH TWO COATS
OF PERMAQUIK 200 SLURRY
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The architecture, engineering, and design of the project using the Tremco products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Tremco specifically disclaims any liability for the use of this detail. The project
design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited for
the project. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

Tremco Technical Support: 866-209-2404 
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