
BLOCKING BETWEEN JOISTS

JOISTS/TRUSSES AS SPECIFIED

1
2" (13mm) GYPSUM BOARD

PROPRIETARY EMBEDDED JOIST
ANCHORAGE SYSTEM OR EQUIVALENT

NUDURA STANDARD FORM UNIT

1
2" (13mm) GYPSUM BOARD

EXTERIOR FINISH AS SPECIFIED

WET SET DOWELS TO MATCH
VERTICAL REINFORCEMENT
BETWEEN POUR OR AS SPECIFIED

ENVIRO-DRI

FINISH GRADE
MINIMUM 6"
(152mm) OR

AS PER CODE

2-3" MIN.

3
16" (5mm) ACRYLIC PARGE COAT
OR OTHER APPROVED EPS
COMPATIBLE FINISH

TREMDRI 160

DRAINIAGE, AS SPECIFIED

NOTE: ALL ABOVE GRADE SEAMS MUST BE
DETAILED WITH DYMONIC 100 OR JOINT FABRIC.

ALL BELOW GRADE SEAMS WITH GAPS LARGER
THAN 1

32" MUST BE DETAILED WITH DYMONIC 100

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.
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