Sustainability: Ensuring Longevity (continued from page 1)

demonstrates that sealants reduce energy
consumed to heat and/or cool the
building. Today, however, green takes
on a whole new meaning, not only as it
relates to traditional sealants and
waterproofing applications and uses, but
also how these materials are made, used

and even which products are selected for
an application.

Innovative Technology is the
Key to Sustainability

Few products provide as compre-
hensive a solution to as broad a range of

concerns and issues as vegetated “green”

roofs. Green roofs can effectively

reduce stormwater runoff thereby

reducing the burden on sewage

treatment facilities during heavy rains.

At the same time, they prolong roof life,
(continued on page 5)

n the past, when a new, more
environmentally-friendly coating

technology was introduced to the

market, one of the first questions that
customers would ask was, “Is this pro-
duct going to last?” And the second
question they were likely to ask was,
“How is this new product going to affect
my productivity?” The reason for these
questions is that some of the early tech-
nologies used to create more environ-
mentally-friendly coatings, such as low-
solvent resins, produced coatings that
were not as durable as traditional coat-
ings. Also, some of these early environ-
mentally-friendly coatings had to be
applied under stringent conditions
related to temperature and humidity.

Opver the past several years, Tremco has
commercialized several new coatings for
use in waterproofing parking decks based
on more sustainable technologies. These
coating products include: Vulkem®
360NF Basecoat, Vulkem® 950NF
Topcoat and Vulkem® 951NF Topcoat.

There are three aspects to the
sustainability profile of these coatings:

1. They all contain much less VOC
than previous products. In fact, the
Vulkem 950 Topcoat contains no
added solvents while the Vulkem
951 Topcoat contains < 50 g/liter
VOC and the Vulkem 360NF
Basecoat contains <100 g/liter VOC.
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These levels of VOC meet or exceed
even the most stringent VOC regula-
tions currently in place or projected
to be implemented over the next
three to five years.

2. The parking deck waterproofing
system that is made up of these
coatings is very durable. Results of
testing using an industry-accepted
abrasion test method showed that a
system composed of these products
far exceeded the requirements for a
heavy-duty parking deck waterproof-
ing system. This added abrasion resis-
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tance should result in a more long-
lasting deck coating that will require
less maintenance and have a longer
life cycle. By lasting longer, the
system is inherently more sustainable
than other systems that require more
maintenance and have to be re-coated
in a shorter period of time.

3. The Vulkem 950NF Topcoat is com-
posed of approximately 33 percent
renewable raw materials. These re-
newable raw materials take the place
of petroleum-based raw materials.

In addition to the improved sustain-
ability of the coating system, these pro-
ducts have also been designed to be easier
to apply. All three coatings, Vulkem
360NF, Vulkem 950NF and Vulkem
951NF have very low odor character-
istics. This greatly reduces the issues
related to applying higher odor coatings
near occupied buildings. Also, being
two-component products, these coatings
are less susceptible than moisture-curing
coatings to variations in weather such as
temperature and humidity.

In short, the Tremco Deck Coating
system composed of Vulkem 360NE,
Vulkem 950NF and Vulkem 951NF
offers a unique combination based on a
more sustainable technology platform
providing improved performance and
ease of use — a winning formula
ensuring sustainability.




Sustainability: Ensuring Longevity (continued from page 2)

improve energy performance of buildings, improve air
quality, improve the urban ecology, reduce heat island effect,
and will even reduce noise. Millions of dollars in energy
costs can be saved annually and peak electricity demand can
be cut drastically in a fully “green-roofed” city. At Tremco,
we have made it a priority to provide a cost-effective, high
performance green roof system that will encourage building
owners to consider this environmentally responsible

building strategy.

Tremco was the first in the industry to develop a totally
integrated air and vapor barrier system. ExoAir™ Air and
Vapor Barrier Systems include ExoAir 220 Permeable
Fluid-Applied Air and Vapor Barrier Membrane, ExoAir
120 Fluid-Applied Impermeable Air and Vapor Barrier
Membrane, ExoAir 110 Self-Adhered Sheet Membrane,
ExoAir Termination Mastic, ExoAir TWEF Self-Adhered
Thru-Wall Flashing Membrane and silicone and urethane
sealants to ensure an airtight seal and eliminate guesswork
when it comes to compatibility between system compo-
nents. Tremco has now launched Proglaze® ETA Engi-
neered Transition Assembly, which provides continuity at
critical transitions from window or structural framing to
adjacent air and vapor barrier systems for an air- and
moisture-tight solution.

With a complete, effective system in place, the building is
protected from air infiltration/exfiltration and water pene-
tration. As a result, the lifespan of the structure’s building

components is extended significantly. Not only is it impor-
tant to avoid air and water infiltration/exfiltration, but also
properly controlling the flow of air and vapor into and
through a building will result in more energy-efficiency.
According to the U.S. Department of Energy (DOE), when
an effective air and vapor barrier system is installed, HVAC
demands can be reduced by as much as 40 percent while
improving occupant comfort.

Collecting water for use in non-potable situations such as
flushing of toilets and landscape watering also has signifi-
cant environmental impact. Prefabricated drainage such as
TREMDrain® Drainage Media is an ideal tool for gather-
ing run-off to be subsequently transported and stored in
cisterns, retention ponds, etc. for such uses and also helps
earn LEED credits for water efficiency by reducing the
needs for using potable water.

White coatings on rooftops and parking areas which meet
Energy Star™ requirements for reflectivity and emissivity
will reduce the heat island effect and reduce HVAC usage.
Tremco’s Vulkem® 951NF Topcoat in white has been
independently tested and has the highest reflective emit-
tence and solar reflective index (SRI) in the industry today.
In addition, Vulkem® 951NF Topcoat from Tremco
contains minimal VOCs making it even more eco- and
neighbor-friendly. Recently, Tremco received a Certificate
of Validation from the Sealant Waterproofing & Restor-

(continued on page 6)

Doing Business With Us Should Be Easy...

nsuring our success and our customers’ success also

requires continually developing better ways to respond

to our customers’ needs.

Q. How many custom colors do you typically
process in the course of a month? A year?
A. We custom match anywhere between 50 to 90 colors
during the course of one month. Last year we completed
790 custom color orders.

Q. What kind of equipment do you work with in
order to get a perfect match?

A. We use a color spectrophotometer to aid us in the color
matching process, much like the color computers that you
would see in a retail paint store. We actually make a small
amount of sealant in the special color and send it out to the
customers in special holders or a small cartridge for approval.
We have many customers who are so confident in our color
matching abilities that a sample is not required for approval
and, in those cases, we go straight into production with the
special color.

(1) Brian Ferreira, Coatings Technical Leader/Senior Colour Specialist
and (r) Fernando Valadao, Colour Technician

Q. How quickly can a customer expect to
receive the product when a custom color is
ordered?

A. In response to a customer survey conducted in 2005,
Tremco has taken steps to reduce the turnaround time by
50 percent. A Business Process Excellence (BPE) Team
was selected to study the complete color-matching process
and determine ways of reducing the amount of time it was
taking to complete. The BPE Team was able to reduce at
least 95 percent of the color matches to a five-day or less
turnaround time, from when customer service receives

the order to when the customer receives the sample for
approval.





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


