
Paraseal®
Parastick 'n' Dry™

Paraseal Accessory

__________________________________________________________________________________________
PRODUCT DESCRIPTION
Paraseal® Parastick 'n' Dry™ is a laminate of bentonite applied to mesh with a pressure sensitive adhesive on one side.
__________________________________________________________________________________________
BASIC USES
Parastick 'n' Dry is used in conjunction with waterstops Parastop II, waterproofing membranes, Paraseal, and Paramastic to assist in
waterproofing difficult areas. It is used in blindside waterproofing applications to detail soldier piles and to wrap concrete imbeds such
as pipe penetrations. Parastick 'n' Dry can also be used to form water isolations such as in sandwich-slab applications.
__________________________________________________________________________________________
AVAILABILITY
Immediately available from your local Tremco Sales Representative or Tremco Distributor. For distributor locations, visit
www.tremcosealants.com.
__________________________________________________________________________________________
PACKAGING
(4) 25', 3" wide (7.6 M, 7.6 cm) rolls/carton
(2) 25', 6" wide (7.6 M, 15.2 cm) rolls/carton
__________________________________________________________________________________________
WARRANTY
A repair or replacement warranty is available on all Tremco products. Visit https://www.tremcosealants.com/warranties/ for details.

Please refer to our website at www.tremcosealants.com for the most up-to-date Product Data Sheets.

NOTE: All Tremco Safety Data Sheets (SDS) are in alignment with the Globally Harmonized System of Classification and
Labelling of Chemicals (GHS) requirements.
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