
TREMCO RUBBER
AGGREGATE 16 MESH

Aggregate for Light Pedestrian
Applications

__________________________________________________________________________________________
PRODUCT DESCRIPTION
Tremco Rubber Aggregate is a 16-mesh, cryogenically ground rubber from post-industrial sources. It is designed for use with Vulkem
OC810 Coating.
__________________________________________________________________________________________
BASIC USES
Tremco Rubber Aggregate is used to impart skid-resistance and provide texture to light pedestrian applications.
__________________________________________________________________________________________
FEATURES & BENEFITS

 Durable recycled content
 Imparts skid resistance
 Comfortable to bare feet
 Neighborhood friendly
 Enhances waterproofing system
 Aesthetically pleasing

__________________________________________________________________________________________
AVAILABILITY
Tremco Rubber Aggregate is immediately available from your local Tremco Sales Representative, Tremco distributor, or warehouse.
__________________________________________________________________________________________
PACKAGING
50-lb (22.7-kg)
__________________________________________________________________________________________
COLORS
Tremco Rubber Aggregate is available in Eggshell.
__________________________________________________________________________________________
APPLICATION
Please refer to the Vulkem OC810 Coating Application Instructions for complete installation details.
__________________________________________________________________________________________
COMPATIBILITY & CONNECTIVITY
The Vulkem OC810 system, which includes Tremco Rubber Aggregate requires the use of primers for full installation. Surface
preparation also may require the use of approved Tremco sealants to repair the substrate prior to coating.

Compatible materials include:
 Vulkem 116 Polyurethane Sealant
 Dymeric 240FC Polyurethane Sealant
 Vulkem 45SSL Polyurethane Sealant
 Vulkem Primer No. 191 (Low-VOC Primer)
 TREMprime Multi-Surface Urethane Primer
 TREMprime Non-Porous Primer

__________________________________________________________________________________________
WARRANTY
A repair or replacement warranty is available on all Tremco products. Visit https://www.tremcosealants.com/warranties/ for details.



Please refer to our website at www.tremcosealants.com for the most up-to-date Product Data Sheets.

NOTE: All Tremco Safety Data Sheets (SDS) are in alignment with the Globally Harmonized System of Classification and
Labelling of Chemicals (GHS) requirements.
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TYPICAL PHYSICAL PROPERTIES
PROPERTY TEST METHOD TYPICAL VALUES
Hardness (Shore A) 60-80
Size 16-mesh (1.19 mm)


