Product

Permeance

High Solids
UV Exposure

High
Temperature
Resistance

Cold
Temperature
Application

NFPA 285
(Evaluated in an
assembly)

Primer

Companion
Products for
Application

Packaging

" Detailing the Rough Opening
gﬂlﬂ”ﬂfilly Your 0””0”5

Dymonic

100

Class III Vapor
Retarder/Semi -
Permeable

Yes

No limit

180°F (82°C)

32°F (0°C) &

Rising

Yes

Not Required

Dymonic 100 only

10.1 oz cartridge
20 oz sausage

EXOAIr 110

Class I Vapor

Retarder/Impermeable

N/A
30 Days

158°F (70°C)

40°F (5°C) & Rising

No

Required

Dymonic 100 in the
inside corners & to
terminate the
membrane; ExoAir
Primer

75’ Rolls in widths of
6”9712"18”24"36"

TREIMC

3735 Green Road,
» Beachwood, Ohio 44122
Commercial Sealants & Waterproofing 216.292.5000 * 800.321.7906

www.tremcosealants.com

Commercial Sealants & Waterproofing

ExoAir 110AT

Class I Vapor

Retarder/Impermeable

N/A
12 Months

240°F (115°C)

20°F (-6°C) & Rising

Yes

Not Required

Dymonic 100 in the
inside corners and to
terminate the
membrane

75’ Rolls in widths of
4”76”9”12"18"24” 36"

220 Wicksteed Avenue,
Toronto, ON M4h 1G7
416.421.3300 » 800.363.3213  419.289.2050 * 800.321.2050

ExoAir 230
& Mesh

Permeable

No
12 Months

240°F (115°C)

40°F (5°C) &
Rising

Yes

Not Required

Dymonic 100 in
the inside corners
and to fill voids;
Tremco 2011
embedded in
ExoAir 230

5 gal pail; 6” & 9”
Rolls x 500’

12/18 MAT

1451 Jacobson Avenue,
Ashland, Ohio 44805



